
UN2416 - Wall mount UTP 24 AC power supply
i³ Part#UN2416

[Features]

�t Supplied Voltage: 110 V ~ 240 VAC (optional)
�t Power Output to Cameras: 24 AC, 60 Hz
�t UTP Video, Data��and Power

[Application & Bene�ts]

i³ International' s innovative power supply, the UN2416, is designed for convenience and easy
installation. Equipped with 16 camera inputs and functioning as video and power in one, the
UN2416 simplistic design is intended for better wire management and organization. Utilizing
CAT-5e, each camera can received 24AC power, video over unshielded twisted pair (UTP), and
RS-485 for communication. Also, the UN2416 accepts 16 of RJ45 connections from 16 analog
cameras. When switching to an IP solution in the future, your wire infrastructure is ready
without any added cost!

With speed and simplicity in mind, the UN2416 will convert 16 analog camera UTP signals to
regular video cable using BNC connections. However, when using any one of our i³
International hybrid servers, the UN2416 simply connects with one cable, the DB25. The
UN2416 produces a generous 16 AMP for your 16 camera system. Each power output is
equipped with one PTC (Positive Temperature Coe�cient) resettable fuse, giving your camera
the utmost security from unforeseeable power surges. Also as an added protection, the
UN2416 comes with two global fuses; one for each 8 camera input. The UN2416 is built for all
i³ international UTP camera lines making it the top choice of technicians!
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UN2416 - Wall mount UTP 24 AC power supply Speci�cations

Connectors
Video/Power/Data from Camera 16 RJ45 Connectors
Control Data Input Port 4 Terminal Blocks (to controller)
Video Output DB25 Connector (DB25-DB25 Male Cable included) + (DB25-BNC)
Auxiliary Power Output 2 Terminal Blocks
Power Input 2 Terminal Blocks
RJ45 Pinout Pin1: Video +

Pin2: Video -
Pin3: Data +
Pin4: Power +
Pin5: Power +
Pin6: Data -
Pin7: Power -
Pin8: Power -

Electrical
Supply Voltage 110 V ~ 240 VAC (optional)
Power Output to Cameras 24 VAC, 60 Hz
Power Input Ports 24 VAC (1A) to cameras
Total Power Output Rating 16A
Impendance - RJ45 Connectors 100 Ohms

Mechanical
Mounting Wallmountable (screws not included)
Weight 23.95lb (10.86kg)
Dimension (HxWxD) 68 x 204 x 150
Material Metal
Color Black

Environmental
Operating Temperature 5 ~ 40ºC
Humidity 0 ~ 95% (non-condensing)

Pin-out diagram

Connect to the RS485 ports on 
the DVMS I/O card in order to 

control PTZ Cameras#

Connect DB25 male video 
cable (included).

Connect the other end to 
DB25 video input on DVMS.

Connect the power connectors 
from UTP cameras in case power 

cable run exceeds the allowed 
length of 600 ft. (183m)

In this case, do not connect power 
connectors from UTP cable to the 

RJ45 port. Max. load for each 
terminal: 3A

Max. load of 8A is shared by RJ45 
outputs #1-8 and AUX Power 

Output #1
Max. load of 8A is shared by RJ45 

outputs #9-16 and AUX Power 
Output #2

Connect UTP cables from Cameras#

(Follow the RJ45 pinout diagram) Use 
AUX Power Ouputs if the camera’s 

current exceeds 800mA or if power cable 
length exceeds 200 ft. (61 m)


