DIB28 COLOUR DOME CAMERA
TECHNICAL SPECIFICATIONS                                                                     SECURITY SYSTEM

DIVISION 13 - ELECTRONICS

SECTION 13 _ _ _ - CLOSED CIRCUIT TELEVISION (CCTV) SYSTEM


2.0 - PRODUCTS
2.1 – GENERAL
A. i3 International Inc., 780 Birchmount Road, Unit 16, Scarborough, Ontario, Canada, M1K 5H4, Tel. 1.416.261.2266 Fax 1.416.261.8406

B. All equipment and materials used shall be standard components that are regularly manufactured and utilized in the manufacturer’s system.

C. All systems and components have been thoroughly tested, proven in actual use, and have a 3 year warranty on parts and labour.

2.2 GENERAL DESCRIPTIONS

A. High Resolution: The horizontal resolution of 550 TV lines can be achieved using a high density CCD having efficient 720 x 480 (NTSC) pixels, which provide clean, noiseless and reliable pictures.

B. High Sensitivity: CCD technology provides the best picture with minimum illumination of 0.4 lux/ F2.0/50IRE.
C. Coax Video Transmission



D. The camera shall meet or exceed the following design and performance specifications.

2.3 SIGNAL SYSTEM

A. NTSC
2.4 ELECTRIC SYSTEM

A. Scanning System


2:1 Interlace V: 59.94Hz, H: 15.734KHz

B. Sync system


Internal

C. Horizontal resolution

550 TV lines

D. Lens




f=3.6 mm, F2.0

E. Auto White Balance

Auto (2,500°K to 9,500°K)

F. Electronic Shutter

Auto

G. Aperture



Auto

H. AGC




Auto

I. BLC




Auto

J. Minimum illumination

0.4 lux/ F2.0/50IRE

K. S/N Ratio



> 52dB
L. Power supply
　
A. Power requirement
DC12V / AC24V

B. Power Consumption
2.2 W(max)
M. Environment
　
C. Operating temperature
-10ºC ~ 50ºC (14 ºF ~ 122 ºF)

D. Operating humidity
90% RH

E. Storage temperature
-20ºC ~ 60ºC (-4 ºF ~ 140 ºF)
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DIB28 COLOUR DOME CAMERA
N. Mechanism
　
1. Dimensions (D X H)
107mm x 64mm (4.21" x 2.52")

2. Weight 


100g (0.25 lb)
2.5 CERTIFICATIONS

CE, Class A



FCC, Class A


2.6 WARRANTY







3 years, parts and labour


